
A larger pedestal with super reliable detection for stores with  
wider entrances.

• Optimised Moving Field Technology (OMFT)

• Child Proof

• Compatible with labels and hard tags

• High performance electronics

• Side panels can be branded / customised

• Plug & play

• Digital signal processing

The Catalyst Magic 200 AM system is specifically designed for the 
modern retail outlet using AM technology, providing  a very reliable 
detection range. 

With the Catalyst Magic 200 AM virtually any item in your store can  
be protected using a prominent hard tag or an adhesive label for 
smaller items.

MAGIC 350
AM 58 Khz

Technical Specification

Height 1540mm

Width 430mm

Depth 50mm

Weight 9kg

Material Anodised aluminium, black

Base/cover Steel, ABS material, black

Electrical Specification

Frequency AM 58 KHz

Operating Distance (up to) 2.6m with large pencil and 2m with 
DR labels

Operating Temperature 0 to 50 degrees C

Transmitter mode Master and receiver

Transmitter Receiver Technology Digital Signal Processor (DSP) LED

Alarm Sound Buzzer, 90db at 1m

Visual Alarm Flashing LED
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MAGIC 350 
AM 58 Khz

A larger solid pedestal with super reliable detection for 
stores with wider entrances.

●  Optimised Moving Field Technology (OMFT) 

●  Child Proof

●  Compatible With Labels

●  High Performance Electronics

●  Side Panels Can Be Branded With Your Company Logo 

●  Plug & play

●  Digital Signal Processing

The Catalyst Magic 350 AM system is specifi cally designed for the modern 
retail outlet using AM technology that needs a reliable detection range for 
wider aisle detection.

With the Catalyst Magic 350 AM virtually any item in your store can be 
protected using a prominent hard tag and an adhesive label for those 
smaller items. 

Electrical Specifi cation

Frequency  AM 58 KHz

Operating Distance (up to) 2.6m with large pencil and 2m with 
 DR labels

Operating Temperature 0 to 50 degrees C

Transmitter mode Master and receiver

Transmitter Receiver 
Technology Digital Signal Processor (DSP) LED

Alarm Sound Buzzer, 90db at 1m

Visual Alarm Flashing LED

Technical Specifi cation

Height 1540mm

Width 430mm

Depth 50mm

Weight 9kg

Material  Anodised aluminium, black

Base/cover  Steel, ABS material, black
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